Ether Engine 100-AE 




Installation 

Hardware Installation: 

To insert the network adapter into PC, follow the steps bellow: 

1 . Turn off the computer and remove its cover 

2. Insert the adapter into a PCT slot 

3. Secure this adapter to the rear of the computer chassis and put back the computer 
cover. 

4. Connect the adapter to the network using twisted-pair cable. 



Driver Installation: 



Win98 



Turn on the computer; the window will automatically detect the network adapter. Insert 
the Drive floppy, and put in a Win 98 CD in the CD-ROM 



Newt > 



Screen 1 : Found network adapter, click Next 



I 




What do you want Windows to do? 



(* jSearch for the best driver for your device. 
i(Recorinrinended). 



C Display a list of all the drivers in a specific 
location, so you can select the driver you want. 




< Back 



Newt > 



Cancel 



Screen 2: Search for the best driver for your device (Recommended), click Next 




Screen 3: Choose Specify a location and type in A:\Win98, click Next 




Windows has found an updated driver for this device, and 
also some other drivers that should work with this device. 



What do you want to install? 

(*" (Ihe updated driver (Recommended! 

Realtek RTL8139(A/B/C/8130) PCI Fast Ethernet NIC 



One of the other drivers. 



View List.. 



< Back Newt > 



Cancel 



Screen 4: The updated driver (Recommended), click Next 




Windows driver file search for the device: 



Realtek RTL81 39(A/B/C/S1 30) PCI Fast Ethernet NIC 



Windows is now ready to install the best driver for this 
device. Click Back to select a different driver, or click Next 
to continue. 

Location of driver: 

r- a C:\WIND0WS\INF\0THER\REALTE~1. 




Screen 5: Windows driver file search for new device, click Next 



© 



Please insert the disk labeled ' Realtek RTL81 39(A/B/'C/81 30) PCI/Cardbus Fast 
Ethernet NIC Driver Disk ', and then click OK. 



OK 




Screen 6: click, Ok 



The file 'netrtsS.cat' on Realtek 
RTLS1 39(A/B/C/S1 30) PCI/Cardbus Fast 
Ethernet NIC Driver Disk cannot be found. 

Insert Realtek RTL81 39(A/B/C/81 30) 
PCI/Cardbus Fast Ethernet NIC Driver Disk 
in the selected drive, and click OK. 



OK 



Cancel 



Skip File 



Copy files from: 



\Win98 



~3 



Details.. 



Browse.. 



Screen 7: Choose A:\Win98, click, Ok 




Screen 8: Window will automatically copy some files from the Window 98 CD 




Screen 9: Ether Engine 100-AE PCI card installation is done, click Finish 




Screen 10: click Yes 



Configuration: Win98 (no DHCP) 



Configuration Identification ] Access Control 



The following network components are installed: 




1 Client for Microsoft Networks 
i§? Realtek RTL81 39(A/B/C/81 30) PCI Fast Ethernet NIC 



V TCP/IP 



I 



Add... 


Remove 


Properties 


Primary Network Logon: 


Client for Microsoft Networks 





File and Print Sharing.. 



-Description — 

TCP/IP is the protocol you use to connect to the Internet and | 
wide-area networks. 



OK Cancel 



Screen 1: Right click Networking Neighborhood icon on the desktop, go to Properties 
Highlight the TCP/IP, and then click the Properties button 



Bindings j Advanced | NetBIOS ] 
DNS Configuration | Gateway | WINS Configuration IP Address 



An IP address can be automatically assigned to this computer. 
If your network does not automatically assign IP addresses, ask 
your network administrator for an address, and then type it in 
the space below. 



C Obtain an IP address automatically 
(* Specify an IP address: — 



192 


168. 1 . 


30 




255 


255 .255 . 


o| 




Screen 2: Chose Specify an IP address, and assign a static IP address 




Screen 3: If you have a DNS server, go to DNS Configuration. Key in the IP address 
for DNS server and click Add 



Bindings ] Advanced | NetBIOS [ 
DNS Configuration Gateway j WINS Configuration 1 IP Address j 

The first gateway in the Installed Gateway list will be the default. 
The address order in the list will be the order in which these 
machines are used. 




Remarks: 

1. Make sure the IP address you assign to the PCI card is under the same subnet with 
the gateway. For example, if your subnet is "255.255.255.0", that means all the 
first three number of your IP setting should be the same. They could all look like 
"192.168.1.X". On the other hand, if your subnet is "255.255.0.0", your IP could 
assign like" 192.1 68. X.X". 

2. If your networking has a DHCP server, you don't have to assign a static IP. The 
DHCP server will automatically send a dynamic IP to your computer when you 
log on. 



WIN 2k 




Turn on the computer, the window will automatically detect the network adapter and 
install the driver. 



Configuration: WIN 2k (no DHCP) 
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Screen 1: Right click My Network Places icon on the desktop, go to Properties 
Highlight Local Area Connection, go to Properties 



General | 



Connect using: 



Realtek RTLS1 39(A) PCI Fast Ethernet Adapter 82 



Configure fl 



Components checked are used by this connection: 



0 |Sj Client for Microsoft Networks 

^ i^l File and Printer Sharing for Microsoft Networks 



Internet Protocol (TCP/IP) 





Install... 


Uninstall 


Properties 



•Description — 

Transmission Control Protocol/Internet Protocol. The default 
wide area network protocol that provides communication 
across diverse interconnected networks. 



Show icon in taskbar when connected 



OK 



Cancel 



Screen 2: Highlight the Internet Protocol TCP/IP, and then click the Properties button 



General 

You can get IP settings assigned automatically if your network supports 
this capability. Otherwise, you need to ask your network administrator for 
the appropriate IP settings. 



f Obtain an IP address automatically 
-(* Use the following IP address: 

IP address: | 192 . 168 

Subnet mask: 

Default gateway: 



255 . 255 . 255 



| 192 . 1G8 . 1 . 1 




C Obtain DNS server address automatically 
-(* Use the following DNS server addresses: — 
Preferred DNS server: | 20S . 44 . 22 . 12 

Alternate DNS server: | 20S . 44 



22 . 13( 



Advanced.. 



OK 



Cancel 



Screen 3: First choose "Use the following IP address" option, and then start key all the 
correct IP Address for each column. At the last, make sure click the Ok button at the 
bottom, when finish the entire configuration. 



